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TOPSOIL EXCAVATION & PLACEMENT, 4" YA a AJAL\ = Lo Sl
SUB-BASE GRANULAR MATERIAL TYPE A (SEE SUB-BASE SCHEDULE)****/ \

CONCRETE C&G TYPE B-6.24 k PAVEMENT REMOVAL O
2 HOT-MIX ASPHALT SURFACE CSE. MIX C, N70
4" PIPE UNDERDRAIN

6 & VAR

6’ & VAR,

1\:20

—10-1/4"" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
SUB-BASE GRANULAR MATERIAL TYPE A (SEE SUB-BASE SCHEDULE)

STRUCTURAL DESIGN INFORMATION - FLEXIBLE PAVEMENT
STRUCTURAL DESIGN TRAFFIC: YEAR COMBINATION CURB & GUTTER REMOVAL
PV= 4115 su= 195 MU = 615
ROAD/STREET CLASSIFICATION: Class I
PERCENT OF STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE:
p= 50 S= 50 M= 50
TRAFFIC FACTOR: Actual TF= 2,60 Minimum TF = 3.81
AC Type = 20 AC Mixture Temp. = 77.4°F
AC Mixture Modulus = 615 Design Strain = 69
AC GRADE: Binder= PG 64-22 Suface = PG 64-22 % % COST INCLUDED IN HOT MIX ASPHALT SHOULDER
*%% FOR VARIABLE DEPTH HOT-MIX ASPHALT
IL 78 Flexible Pavement Thickness = 12.25" Surface = 2.0 Binder = 10.25" SHOULDERS SEE LOCATIONS IN BITUMINOUS
IL. 52 Flexible Pavement Thickness = 12.25" Surface = 1.5" Binder= 10.75" SCHEDULE UNDER HOT~-MIX ASPHALT SHOULDERS (TON)
SUBGRADE SUPPORT RATING: % % % % COST TO BE INCLUDED IN COST OF CONCRETE C&G TYPE B-6.24
8SR=  Poor (Sta.  456+42 to  486+00) US52
SSR=  Poor (Sta.  544+13 to  595+99) US52 IL 78
SSR=  Poor (Sta. 604479 to  623+88) US52 STA. 608+53.11 TO STA. 617+00
SSR=  Poor (Sta.  641+20 to  647+05) USS52
SSR=  Poor (Sta, 601+55 to 608+06) IL78 12' RIGHT TURN_LANE | 13' THRU-LANE | 18° & VAR. TURNLANE i 13’ THRU-LANE

ci\pro jects\p207460\dB7483typ.dgn

= Fri1 Mar 23 10:33:52 2007

PLOT SCALE = 50.2200 */ IN.
USER NAME = hensonke

PLOT DATE
FILE NAME

¢ L 78

& & VAR, \
~ 6 & vggj

|
CROWN LINE ‘ T-1/4"
M I 27 :& 2% 1:20

2%
\
NS SaS sy vl =

= =
i
; AT e Ll d e 2 %o e X
\ \ \ O N
EXISTING PAVEMENT TO BE RUBBLIZED ~—TOPSOIL EXCAVATION & PLACEMENT, 4
4" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70
-1-3/4" LEVELING BINDER (MACHINE METHOD), N70
1-1/2" HOT-MIX ASPHALT SURFACE CSE. MIX C, N70
HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH (1-1/2” & VAR.)
VAR, LEVELING BINDER (MACHINE METHOD), N70
{SEE BITUMINOUS SCHEDULE)
4" PIPE UNDERDRAIN

- COMBINATION CURB & GUTTER REMOVAL
5 HOT-MIX ASPHALT BINDER COURSE, IL-19.0, NJ@ s
SUB-BASE GRANULAR MATERIAL TYPE A (SEE SUB-BASE SCHEDULE)
CONCRETE C&G TYPE B-6.24
SUB-BASE GRANULAR MATERIAL TYPE A (SEE SUB-BASE SCHEDULE)
TOPSOIL EXCAVATION & PLACEMENT, 4*

TYPICAL SECTIONS




